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Product Description 

DAYPLUS ANTICOR is a liquid concrete admixture for use 
in reinforced concrete and mortar. It acts as a corrosion 
inhibitor for the steel reinforcement. By using DAYPLUS 
ANTICOR, the life expectancy and durability will be 
substantially increased. 

 

Advantages 

DAYPLUS ANTICOR is designed for reinforced concrete 
particularly at risk of corrosion. It specifically provides 
protection from chloride induced corrosion. Typical uses 
are in: 
 

 Corrosion protection for embedded reinforcing steel, 
especially from chloride attack  

 Protection from the destructive influences of 
reinforcement corrosion 

 No negative influences on the properties of both the 
fresh and the hardened concrete 
 

Area of Use 

DAYPLUS ANTICOR is designed for reinforced concrete 
particularly at risk of corrosion. It specifically provides 
protection from chloride induced corrosion. Typical uses 
are in: 
 

 Industrial plants  

 Concrete roads 

 Bridges  

 Tunnels 

 Multi storey car parks 

 Retaining walls  
 

Consumption Dosage 

The usage ratio is 0,03-0,6% of total binder content. 

 

Method of Application 

DAYPLUS ANTICOR is mixed with the gauging water or 

added at the same time into the concrete mixer. It may 

also be added to the concrete in the transit mixer at the 

point of discharge. In this case, an additional mixing time 

of at least 1 minute per m3 concrete must be observed. 

Before discharging it, check the concrete visually for 

uniform consistency. 

 

 

 

 

 

 

 

The quantity of DAYPLUS ANTICOR in the mix design 

should be taken into consideration when determining the 

quantity of water for a specific W/C ratio. DAYPLUS 

ANTICOR is not to be mixed with dry cement. 

 

When using DAYPLUS ANTICOR, high quality concrete is 

normally being produced. General rules of good concrete 

manufacturing- and placing practice must be observed. 

Correct curing of the concrete must also be carried out. 

 

Compatibility with other admixtures 

DAYPLUS ANTICOR can be combined with the following 
admixtures. Laboratory tests should be carried out before use.  

 Powermix series 

 Dayplus Retarder 
 

Packaging 

 30 kg plastic drum 

 200 kg drum 

 1000 kg container 

 Bulk 
 

Storage and Shelf Life 

Must be stored at temperatures between +5°C and +35°C. 
Under proper storing conditions, the product’s shelf life is 12 
months from production date if kept in original packaging 
unopened and undamaged. Packaged products must be 
shaken before use. 
 

Safety Measures 

Use protective clothes, gloves, glasses and mask compatible 
with health and safety regulations during the application. 
Avoid direct contact with eyes and skin during storing and 
application, in case of contact wash off thoroughly with soap 
and water, if ingested seek medical attention immediately. 
Store away from all foodstuffs. Keep away from children. For 
detailed safety information please consult the product’s 
Material Safety Data Sheet. 
 

Technical Properties 

Chemical Content Inorganic salts 

Color, Appearance Transparent liquid 

Density 1,15 ± 0,03 g/cm3 

 


