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CRYSTALLINE WATERPROOFING LIQUID CONCRETE ADMIXTURE 
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Product Description 

DAYPLUS CRYSTAL is a waterproofing concrete 
admixture that forms crystal fiber on the capillary gaps of 
concrete to provide permanently water impermeability. 

 

Advantages 

 Provides permanently active waterproofing. During the 
curing time, it creates insoluble nano-structural crystal 
into the capillary cracks.  

 Protects the concrete against negative and positive 
water pressure.  

 It is non-toxic. Safely used in water tanks.  

 Water vapor permeable. It allows the building to breath. 

 Suitable for bored piled raft insulation. 

 Does not need to any additional waterproofing 
applications. 

 Does not harm for human health and environment. 
 

Area of Use 

 Suitable for all the concrete applications where water 
impermeability is required. 

 Foundations, basements. 

 Tunnels, dams  and culverts 

 Potable water and waste water tanks 

 Canals 

 Water treatment plants 

 Swimming pools 

 Garages 

 Elevator pits 
 

Consumption Dosage 

If the water/cement ratio is < 0,55 DAYPLUS CRYSTAL is 

used is added 2 % by weight of cement in the mixture. 

Water/cement ratio shouldn’t be up to 0,55. 

 

Method of Application 

Shake DAYPLUS CRYSTAL well before use. Control of the 
concrete mix design regarding water/concrete ratio < 0,55 
prior to dosing DAYPLUS CRYSTAL. DAYPLUS 
CRYSTAL must be added into the concrete as the ratio of 2 
%. Mixture if prepared in construction site; DAYPLUS 
CRYSTAL must be added 2% of cement on ready to apply 
concrete mixture and stirred 5 minutes.  

 

 

 

 

If prepared in concrete batching plant; DAYPLUS 
CRYSTAL is added into the water then this mixture is added 
in the concrete mixture as last ingredients. Workability 
time is approximately 45 minutes after the addition 
of DAYPLUS CRYSTAL. 

Compatibility with other admixtures 

DAYPLUS CRYSTAL can be combined with the following 
admixtures. Laboratory tests should be carried out before use.  

 Daymix / Powermix / Platinum Series 

 Dayplus Antifreeze 

 Dayplus Retarder 
 

Packaging 

 30 kg plastic drum 

 200 kg drum 

 1000 kg container 

 Bulk 
 

Storage and Shelf Life 

Must be stored at temperatures between +5°C and +35°C. 
Under proper storing conditions, the product’s shelf life is 12 
months from production date if kept in original packaging 
unopened and undamaged. Packaged products must be 
shaken before use. 
 

Safety Measures 

Use protective clothes, gloves, glasses and mask compatible 
with health and safety regulations during the application. 
Avoid direct contact with eyes and skin during storing and 
application, in case of contact wash off thoroughly with soap 
and water, if ingested seek medical attention immediately. 
Store away from all foodstuffs. Keep away from children. For 
detailed safety information please consult the product’s 
Material Safety Data Sheet. 
 

Technical Properties 

Chemical Content Inorganic salts 

Color, Appearance Light brown liquid 

Density 1,04 ± 0,02 g/cm3 
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