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Product Description 

DAYPLUS SUNPROTECT PRF is a ready to use, easily applied, 
emulsified paraffin based curing compound that prevents fast 
dehydration of concrete. 

Advantages 

 Prevents evaporation of water needed for hydration of the 
cement in the concrete. 

 Minimizes shrinkage.  

 Decreases the cracking causes by plastic shrinkage. 

 Helps the concrete reach its maximum strength.  

 Decreases dusting on the surface. 

 Increases frost resistance. 

 By replacing the traditional and inconvenient curing 
methods, provides ease of application and saves time. 

Area of Use 

 Highways 

 Industrial floors 

 Terraces 

 Slope walls 

 Pre-stressed concrete beams and piles 

 Irrigation channels 

 Wide and open concrete surfaces 

 Concrete productions in need of curing. 

Consumption Dosage 

DAYPLUS SUNPROTECT PRF consumption depends on the 

wind, moisture and heat conditions of the application area. 

Generally, the usage ratio is 0,15-0,20 kg/m2. 

Method of Application 

DAYPLUS SUNPROTECT PRF is a ready to use product.  
DAYPLUS SUNPROTECT PRF is sprayed over the freshly 
poured concrete like a layer of film to prevent fast 
dehydration. It helps the concrete to be cured and reach its 
maximum performance without affecting normal setting 
reactions.  
It is developed to be sprayed continually to create a thin film 
layer by a hand gun or compressor air spraying machine. The 
right spraying equipment should be chosen by testing.  
 
The DAYPLUS SUNPROTECT PRF applied area must be left to 
dry completely for at least 3 hours and should be protected 
from rain and from being walked on.  
 
Surface conditions: Application on horizontal surfaces must be 
made right after the end of bleeding of concrete and the 
completion of float finishing. Depending on the ambient 
temperature, you should wait between half an hour and 2 
hours. Application on vertical surfaces must be made after 
molding of concrete. Before application to the whole surface, 
trial application can be made at a smaller surface. 
 
 

 

Packaging 

 25 kg plastic pail 

 200 kg drum 

 1000 kg container 

 Bulk 

Storage and Shelf Life 

Must be applied over +5°C temperature. Shake before use. 
 
DAYPLUS SUNPROTECT PRF applied surfaces, must be free of 
other surface coating and protection materials. The film layer 
on the surface must be removed before any application of 
grout.  
DAYPLUS SUNPROTECT PRF applied surface, can be cleaned 
by spraying or scrubbing with hot water (can contain 
detergent). 
By reducing water evaporation, DAYPLUS SUNPROTECT PRF 
will help prevent plastic shrinkage cracks that might form. The 
curing material won’t be effective for the crack formations 
created by long term drying shrinkage.  Standard concrete 
application methods such as shrinkage control joints and 
structural shrinkage regulation must be followed. 

Warning 

Concrete mix design and admixture dosage should be 
determined by laboratory tests according to the concrete class 
and properties. If used over the stated dosage it may affect the 
durability of concrete negatively. 

Safety Measures 

Use protective clothes, gloves, glasses and mask compatible 
with health and safety regulations during the application. 
Avoid direct contact with eyes and skin during storing and 
application, in case of contact wash off thoroughly with soap 
and water, if ingested seek medical attention immediately. 
Store away from all foodstuffs. Keep away from children. For 
detailed safety information please consult the product’s 
Material Safety Data Sheet. 
 

Technical Properties 

 

Chemical Content Emulsified Paraffin 

Color, Appearance White liquid 

Density 0,97 ± 0,02 g/cm3 

Compliance with 
standards 

ASTM C 309-81 

 


